
Task Force Committee Meeting to be held on 14.06.2019 
 
AGENDA No.: 

 

Name and Address of the industry : M/s. Varasiddi Vinayaka Swamy Stone 
Crushers, Sy. No.188, Uppalur (V), 
Muddanur (M), Kadapa District. 
 

Current Status : Crusher is not in operation. 

Nature of industry : Stone Crusher. 
 

Consent  for  Operation & Present 
status 

: The Board issued CFO order on 08.10.2014 which 
was expired on 31.12.2014. 
 

Whether the industry is closed earlier : The ZO, Kurnool issued Closure Order on 
08.05.2015. 
 

Details of revocation of closure/stop 
production orders, if issued. 

: -- 

Any un-consented products produced : -- 

Whether it is Fresh case / Old case 
and its Status 

 Fresh case.  

Reasons for current review : Complaint received from Sri A. Siva Rami Reddy 
and others of Uppaluru village on 20.04.2019 & 
23.04.2019 & through Collector office, Kadapa on 
grievance day i.e. 29.04.2019. 
 
The Mandal Legal Service Committee Cum Jr. Civil 
Judge, Jammalamadugu, Kadapa Dist., has issued 
a notice to the Environmental Engineer, A.P. 
Pollution Control Board, Regional Office, Kadapa, 
to attend before the Lok Adalat in the matter of air 
pollution problems raised by the villagers of 
Uppalur, due to operation of M/s Varasiddi 
Vinayaka Swamy Stone Crusher, Sy.No.188, 
Uppaluru (V), Muddanur (M), YSR Kadapa Dist. 
The Environmental Engineer attended the Lok 
Adalat on 27.04.2019, but the case was posted to 
15.06.2019. 
 

Recent inspection Conducted by : The officials of RO, Tirupati inspected the industry 
on 04.04.2019 and RO, Kadapa inspected on 
02.05.2019. 

Bank Guarantee status : -- 

 

FACTS OF CASE: 
 

1. M/s. Varasiddi Vinayakaswamy Stone Crushers, Sy.No: 188, Uppalur (V), Muddanur (M), 
Kadapa District is involved in the manufacture of Road Metal – 70 MT/Day. 

2. The Board issued CFO order on 08.10.2014 which was valid up to 31.12.2014 and the unit 
applied for CFO renewal on 24.12.2014. 

3. The EE, RO, Tirupati has forwarded CFO verification report to the Zonal Office, Kurnool 
and the same was placed before CFO committee meeting held on 21.04.2015 and 
committee directed the proponent  to appear for hearing before the External Advisory 
committee (EAC) of Zonal Office, Kurnool. 

4. The issue was placed before EAC at ZO level on 06.05.2015, the JCEE, ZO, Kurnool 
issued closure order on 08.05.2015 for noncompliance of consent order conditions. 

5. The industry vide letter dt.03.04.2019 requested the Board to revoke the closure order as 
they have implemented the air pollution control measures. 

6. The Board officials of Tirupati have inspected the stone crushing unit and surroundings on 
04.04.2019 and furnished compliance status of the reasons mentioned in the closure order. 

7. In mean time, the EE, RO, Kadapa has informed that the Mandal Legal Service Committee 
Cum Jr. Civil Judge, Jammalamadugu, Kadapa Dist., has issued a notice on 12.04.2019 to 
the Environmental Engineer, A.P. Pollution Control Board, Regional Office, Kadapa, to 



attend before the Lok Adalat in the matter of air pollution problems raised by the villagers of 
Uppalur, due to operation of M/s Varasiddi Vinayaka Swamy Stone Crusher, Sy.No.188, 
Uppaluru (V), Muddanur (M), YSR Kadapa Dist. The Environmental Engineer attended the 
Lok Adalat on 27.04.2019, but the case was posted to 15.06.2019. The complainant made 
a vocal appeal to the RO, Kadapa during Lok Adalat and persuaded that their fields have 
been damaged due to the dust pollution of the stone crusher.  

8. In complaint, the villagers of Uppaluru has represented that M/s. Varasiddi Vinayaka Stone 
Crusher is carrying out illegal mining and creating air pollution during blasting operations 
and crushing operation it was also informed that they are using dynamites for blasting 
operations and thereby houses nearby getting damaged. During the operation of Stone 
Crusher the industry is creating dust pollution and depositing on vegetable crops thereby 
reducing the yield. It was also informed that the water near by bores and irrigation canals 
are getting polluted due to deposition of dust. 

9. Further, it is to submit that a complaint was received from Sri A. Siva Rami Reddy and 
others of Uppaluru village, against the stone crusher viz. M/s M/s Varasiddi Vinayaka 
Swamy Stone Crusher, Sy.No. 188, Uppaluru (V), Muddanur (M), YSR Kadapa Dist., along 
with the press clippings of adverse news regarding pollution problems being cause to their 
nearby agriculture fields due to operation of the stone crusher.  

10. The stone crusher was inspected by the officials of the APPCB, RO, Kadapa, on  
02.05.2019 and furnished that the compliance to the closure order issued by the Board as 
follows: 
 

S.No Directions Compliance 

1 Not provided cladding system to 
the crusher. 

The Jaw crushers and secondary  crushers 
have not provided proper cladding on all four 
sides. Photographs enclosed.  

2 Not provided water sprinklers at 
the jaw crusher 

The stone crusher has not provided 
permanent pipeline and also proper designed 
nozzles with pump for the sprinkling the water 
in the form of mist for dust suppression. 
However few sprinklers are provided. 

3 Not covered the conveyor belts. The stone crusher has partially covered 
conveyor belts with GI sheets.photogragh 
enclosed. 

4 Not developed thick greenbelt all 
along the boundary of the site. 

The stone crusher has developed few plants 
along the North direction. However the 
boundaries on all the sides has to be 
developed to act as a barrier for nearby 
agricultural fields. 

5 Not provided elevated closed 
bunker to collect the dust 

The stone crusher has provided bunker for 
collection of dust. However thick layer of open 
dust was observed on the site causing dust 
emissions during wind blow. 

6 Not constructed the metal roads 
within the premises  

The crusher has not constructed metal roads 
within the premises.. A thick layer of dust was 
observed under the bunkers and screen. 

7 Not regularly cleaning and 
wetting the ground within the 
premises. Lot of dust settled on 
ground at process zone and also 
at ramp area. 

The crusher is not regularly carrying out 
cleaning and wetting of the ground in the 
premises. Thick layer of open dust was 
observed on the site causing dust emissions 
during wind blow. 

8 The Board officials conducted 
monitoring of the Suspended 
Particulate Matter (SPM) at a 
distance of 10 mtrs from the 
screen and recorded the value of 
SPM as 2841 µg/m3 which is far 
an excess of prescribed 
standard of 600 µg/m3 

During the inspection it was observed that, the 
stone crusher is not in operation as the Board 
issued closure order to the crusher. 

 
In addition to the above, the following air pollution control measures as per the CPCB 
recommendations for the stone crushers operating in Hirihal mandal, Anantapur Dist in OA. No.337 
of 218, may be stipulated for effective control of air pollution in the surrounding area. 
 

a) The stone crusher shall provide proper cladding to crusher (primary, secondary and 
tertiary) with arrangements of a door for frequent cleaning and maintenance and to 



provide well-designed water spray arrangements (water spray in the form of mist) to 
suppress the dust generated during crushing operation. 

b) The stone crusher shall install adequate sprinkling arrangement to suppress the dust 
during unloading of mined rock and loading of crusher hoppers. 

c) The stone crusher shall provide metal sheet enclosures to transfer points and screen, 
with arrangements of a door for frequent cleaning and maintenance. All opening 
provided for ventilation in the enclosures should be covered by canvas bag filter to arrest 
the escaping dust. 

d)  The stone crusher shall provide top covers to all the belt conveyors. 
e) The stone crusher shall provide adequate length of telescopic discharge chute at 

discharging points of conveyors (crushed stone, reject, fine dust etc.,) to prevent dust 
emission from product discharge. 

f) The stone crusher shall provide elevated bunkers of adequate capacity to store dust 
generated and also to provide telescopic chute at discharge point to load the truck to 
prevent dust emissions. 

g) The stone crusher shall provide metal sheet barricade wall or boundary wall of height of 
20 feet to prevent carryover of dust from crushers to surrounding areas. 

h) The stone crusher shall install scientifically designed water sprinklers to suppress the 
dust emission from raw material, product storage area and internal vehicle movement 
areas.  

i) The stone crusher shall provide water meter with totalizer for estimating the quantity of 
water utilized for dust suppression, greenbelt development and shall maintain records. 

j) The stone crusher shall construct metal roads within the premises to prevent dust re-
suspension and to clean stone crusher premises regularly and to wet the ground within 
premises. 

k) The stone crusher shall develop greenbelt of 5 mt width along the boundary walls  as a 
dust containment 

 
Conclusion: 

In view of the above, the External Advisory Committee is requested to review the issue and 
recommend further course of action. 

*** 


