
 
ANDHRA PRADESH POLLUTION CONTROL BOARD

D. No. 33-26-14 D/2, Near Sunrise Hospital, Pushpa Hotel Centre,
Chalamalavari Street, Kasturibaipet, Vijayawada - 520 010

Website: www.appcb.ap.nic.in

 
Lr. No: APPCB/KNL/TPT/102/HO/CFO/2019-                                             04/09/2019

 
Sub:APPCB -  UH:  IV  -  CFO -  M/s.  Dalmia  Cements  (Bharath)  Ltd,  Cement  Division,

Navabpet,  Talamanchipatnam,  Chinna  Komerla  of  Mylavaram  (M),  YSR  Kadapa
District - Request of the industry for co-processing of Municipal Solid Waste or Refused
Derived Fuel (RDF) and Fiber Reinforced Plastic in Rotary kilns - Permission for Co-
Processing - Issued - Reg.

Ref:

 

1. T.O. CFO Order No. APPCB/KNL/TPT/102/HO/CFO/2015, dated 03.12.2015. 
2. Industry’s request letter received on 10.07.2019. 
3. RO: Kadapa Lr. No. CDP-593/PCB/RO/KDP/2019-73, dated 11.07.2019. 
4. CFO Committee Meeting held on 22.08.2019. 

***
 

The  Board  vide  reference  1st cited  issued  CFO&HWA  to  M/s.  Dalmia  Cements
(Bharath)  Ltd,  Cement  Division,  Kadapa  District  for  production  of  Ordinary  Portland
Cement / Pozzolana Portland Cement - 4.06 MMTPA with validity upto 30.11.2020.

The industry vide reference 2nd cited proposed for co-processing of Municipal Solid
Waste  - 40,000 MT/ Annum and Fiber Reinforced Plastic  - 4,000 MT/ Annum in rotary
kilns. The EE, RO: Kadapa inspected the industry on 10.07.2019 and submitted the report
vide reference 3rd cited.

The  issue  was  placed  in  the  CFO  Committee  Meeting  held  on  22.08.2019.  The
representatives of the industry attended the meeting and requested the committee to accord
permission for  co-processing  of  Municipal  Solid Waste  (MSW) or  Refused Derived Fuel
(RDF) in addition to Fiber Reinforced Plastic. Since RDF is a part of MSW and there is no
change  in  the  requested  quantity  (same as  40,000  MTA).  After  detailed  discussions,  the
committee recommended to accord permission to the industry for co-processing of Municipal
Solid  Waste  (MSW)  or  Refused  Derived  Fuel  (RDF)  -  40,000  MT/  Annum  and  Fiber
Reinforced Plastic - 4,000 MT/ Annum in rotary kiln with certain conditions.  

The Board after careful examination of the request of the industry and the report of
EE, RO: Kadapa, permission is hereby accorded for co-processing of Municipal Solid Waste
(MSW) or Refused Derived Fuel (RDF) - 40,000 MT/ Annum and Fiber Reinforced Plastic -
4,000  MT/  Annum in  rotary  kiln,  under  Rule  9  (3)  of  the  Hazardous  and  other  Wastes
(Management  and  Transboundary  Movement)  Rules,  2016,  subject  to  compliance  of
provisions  of  the  Environment  (Protection)  Act,  1986  including  the  following  additional
conditions:

1. The industry shall comply with the Standards for Cement plant (with co-processing) of
wastes as mentioned in the Notification [G.S.R.497(E) dated 10.05.2016]. 

2. The industry shall not store above hazardous wastes in open area and shall provide
adequate covered storage area for the wastes. 

3. The cement plant shall take the hazardous wastes only from the authorized generator. 
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4. The generator of Hazardous waste shall obtain authorisation from the A.P. Pollution
control  Board  as  required  under  Hazardous  and  other  Wastes  (Management  and
Transboundary  Movement)  Rules,  2016  for  storage,  handling,  transportation,
preprocessing and co-processing of Hazardous waste in cement plant. 

5. The cement plant shall not store fuels / hazardous wastes / other wastes in open area. 

6. Cement industry shall provide adequate covered storage area for the hazardous waste
in accordance with hazardous waste  Rules and guidelines for storage of hazardous
waste. The occupier shall also ensure that there is no leaching of any pollutant. 

7. They shall be transported in covered condition to control fugitive emissions. 

8. For transportation  of  proposed hazardous  wastes  for  co-processing in  cement  kiln,
manifest system as per Hazardous and other Wastes (Management and Transboundary
Movement) Rules, 2016 and guidelines of CPCB shall be followed. 

9. The industry  shall  carryout  pre-processing  and co-processing  of  wastes  as  per  the
guidelines  of  CPCB  and  Standard  Operating  Procedures  (SOPs)  specified  in  the
guidelines. 

10.A  log  book  shall  be  maintained  for  the  waste  co-processed  including  emission
monitoring result during co-processing. 

11.The occupier shall also ensure that there is no leaching at any pollutant. 

12.The actual quantity of hazardous waste co-processed monthly shall be reported by
cement plant and hazardous waste generator to RO: Kadapa, APPCB. 

13.During  co-processing  of  hazardous  waste  in  cement  kiln,  the  cement  plant  shall
comply with all the requirements in accordance with the Public Liability Insurance
Act, 1991 as amended. 

14.The  online  monitoring  system  shall  be  calibrated  periodically  as  per  equipment
suppliers manual / CPCB guidelines. 

15.In  case  of  any  violations  in  the  conditions  stipulated,  the  permission  can  be
withdrawn at any time. 

16.The industry shall comply with standards and directions issued by CPCB/MoEF&CC
as and when notifications are issued. 

17.APPCB reserves the right to review / impose additional conditions or revoke, change
or alter any of the terms and conditions. 

 BANDLA SIVA SANKARA PRASAD, CHAIRMAN, O/o CHAIRMAN-APPCB

 
To

M/s. Dalmia Cements (Bharath) Ltd, Cement Division, 
Navabpet, Talamanchipatnam, Chinna Komerla of Mylavaram (M), 
YSR Kadapa District, A.P.
 
Copy to:

1. The JCEE, ZO: Kurnool for information. 
2. The EE, RO: Kadapa for information and necessary action. 
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